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Description 
With the trend of more single family houses 
being built, cable companies need to maximize 
the revenue they generate from the delivery of 
advanced services to these homes. Electroline is 
introducing the Flat-Top amplifier to meet the 
subscriber expectation of having cable service in 
every room in the house. 
 
The EDA-FT 08000 is designed for large houses 
with a cable drop in every room. The flat top 
configuration keeps the wiring more compact and 
neater in both outdoor subscriber box or wall-
mounted applications. The flat-top eliminates the 
technical problems associated with trying to fit a 
standard 8 port amplifier into a subscriber box 
that is too small. Crushed and kinked cables can 
wreak havoc with digital services. 
 
Electroline EDA Flat-Top amplifiers are the only 
amplifiers to offer a configuration with all F 
connectors on the bottom edge of the amplifier, 
facing down. The placement of the output ports 
on a typical 8 port amplifier requires a depth of 
up to 5 inches to account for the bending radius 
of the coax cable. The Flat-Top requires only 2.2 
inches depth allowing it to fit in a much wider 
range of subscriber boxes. 
 
The EDA-FT 08300 makes managing return 
signal levels straightforward. With 0 dB of loss in 
the return path, interactive services can be 
deployed in any room without rewiring. 

The Flat-Top amplifiers are also designed to 
withstand more powerful surges to prevent 
service outages. They withstand the 6kV 
combination wave surge test, which injects 35 
times more energy than the more typical 6kV 
ring wave test. 
 
XSP Features 
▼ Gain of 3 dB in forward band 
▼ Active return with no reverse loss 
▼ Flat top design with all ports on bottom 

▼ 6kV combination wave protection (IEEE 
C62.41-1991 6kV 3kA Loc B3 

▼ LED power light 
▼ Waterproof housing for outdoor mounting 

▼         High quality SCTE compliant connectors 
with 360° contact 

▼ MOCA compatible 
 

 
The Electroline Advantage 
 With over 10 years experience using gallium 
arsenide (GaAs), Electroline is the industry 
leader in drop amplifier technology. 
 



 

Corporate Headquarters 
Electroline Equipment Inc. 

395 Lebeau Blvd., 
Saint-Laurent, Quebec Canada 

H4N 1S2 
 

Telephone 
North America (800) 461-3344 

Elsewhere (514) 374-6335 

Fax 
Corporate /Ordering  

(514) 374-2257 

General Inquiries 
info@electroline.com 

Technical Support 
support@electroline.com 

 Copyright ©  2003.  Electroline Equipment Inc.  All rights reserved.    950-0061   Rev. E   2011.07

 

EDA Flat-Top DROPAmp 
Application Diagram – Profile Comparison 

  

 

 
The Flat-Top configuration takes less room and prevents cables from being kinked. 

 
 
 
 
Ordering Information 
 
Part Number Description 
 
EDA-FT 08340 

8 output; 5-42 MHz return path; with XSP 
features and active gain in return path; 
includes 120 V wall adapter.

 
EDA-FT 08341 

8 output; 5-42 MHz return path; with XSP 
features and active gain in return path; 
includes 120 V wall adapter and power 
inserter. 

 
1 Models may vary from pictures shown. 

Power inserter1

(optional) 

120 VAC 
Wall adapter1 

EDA Flat-Top 
DROPAmp 

2.2”

Standard 
DROPAmp 

5.5” 


